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Thank you for your interest. 
You should be lounging like a God in no time. 
Instructions are designed for beginner woodworkers. 
If you run into any problem e-mail me for support.   
Danny diMauro  dim@bell.net 
10/01/2020
 
Materials 
1/ 2” x 12” x 10’   Base rails 
1/ 2” x 8” x 8’  	Backrest rails 
10/ 1” x 3” x 8’ or rip 5/ 1” x 6” to 1” x 3” Slats 
2/ 2” x 2” x 3/8” thick plywood blocks / slat spacers 
1/ 3/8” dowel @ one foot long / Stop Pins and handle grip 
1/ 3/4” dowel @ one foot long / Backrest support 
1/ 1-1/4” dowel @ three feet long / Backrest cam 
2 lb. 2” Galvanized finish nails  
Exterior wood glue  
200-grit sandpaper  
 
Tools 
Masking tape 	 	 	1/ 3/8” boring drill-bit 
Pencil  	 	 	 	1/ 3/8” boring drill-bit 
Paper scissors 	 	 	1/ 7/8” boring drill-bit 
Measuring tape 	 	 	1/ 1/16” drill-bit 
Handsaw 	 	 	 	Jigsaw or copping saw 
Hammer 	 	 	 	Carpenters square 
Pliers  	 	 	 	Flat work surface 
Drill  	 	 	 	Vice or c-clamp 
Wood file 	 	 	 	Sanding block 
Nail punch  	 	 	

Build time, one day  
Set printer to , print full page, and print all pages.
Assemble print to scale patterns by folding page 2 to 11 on the left guideline.
Lineup patron and tape pages together.
[bookmark: _Hlk52601936]With scissors cut out the main rail and backrest patterns.
If you intend to produce many Sun Loungers make ¼” MDF templates.

If you need help contact, Danny diMauro by Email dim@bell.net
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First Cut 
Mark     2”x12”x10’ at 5’ and cut 
Mark     2”x8”x8’ at 4’ and cut 
Mark    10 / 1”x3”x8’ to 30 / 1”x3”x24 and cut  
Mark     2 / ¾” dowels x2” and cut  
Mark  	  1 /1-¼” dowel x26” and cut  

Lay-out  
Trace patterns to wood 
Trace 2 base patterns on 2”x12”x5’  
Book match curves away from each other, mark center of drill holes 
Trace 2 back rails patterns on 2”x8”x4’ mark center of all drill holes 
[bookmark: _Hlk52602697]Book match curves away from each other, mark center of drill holes
 
Second Cut 
With a jigsaw cut out all wood pieces you just laid out 
Preferably, with a jigsaw, cut on outside edge of the pencil mark  
Check your layout for mistakes before drilling 
Drill 4 / 7/8” D. holes at one inch deep, one per rail  
Drill 2 / 3/8” D. holes ½” deep for stops   
Determine left or right side for Backrest Adjustment Handle 
Drill 2 / 1 3/8” D. holes for backrest cam 
On the side you determined the handle would be on, drill clean through Drill from the outside of the rail to the inside.  
Prevent blowout by placing a wood block under drill hole path.  
Drill clean through the rail into the block. 
On the other rail, drill the other 1-3/8” d. hole to one inch deep only. 
If the 1” x 3” slats where ripped, you need to plain or sand the corners smooth.  
Sand and dust off all pieces make ready for assembly. 
Clean up the work area. If you intend to paint or stain now is the time. 
 
 
Suggestion: Let weather naturally. 
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Assembly #1 	 	 	 	 	 	 	 	 	 
Using Backrest Cam Layout drawing  
Assemble backrest cam.  “Do not install the handle dowel” 
Long pin stops are 2” long.  Short pin stops are 1-1/4” long 
The handle is 6” long 
 	 	 	 	 
On a flat worktable book match base rails curving away from each other  
Install two 3/8” dowel stop pins check drawing for long and short pin position 
 
Stand one base rail up, stand the other base rail up approx. 24” away from the other.  Install Backrest camshaft, install handle clean excess glue with damp cloth 
 
Tack a heel slat approx. 1½” off the ground  
Flush with the rails outside face on both sides   
Check for square and level before installing slat 
  
Tack the toe slat approx. 1½” off the ground flush with the face on both sides.  Check for square before tacking on other side 
 
Tack a strap at the high point of the base flush with the outside face 
On both sides.  Check for square before tacking on other side 
 
Places 3/4” dowels in 7/8” drilled holes in base rail 
Place backrests 7/8” drilled holes onto same dowels  
Separate base rails from back rails by 1/8” for no friction 
 
If nailing slats, predrill nail holes with 1/16”, drill bit, ¾” in from corners  If screwing slats, predrill pilot holes with countersink ¾” in from corners 
 
At the toe of the main rails “tack” a slat 1-1/2” up off the ground Flush with the main rails outside face same on both sides. 
 
At the main rail heel, install a slat 1-1/2” off the ground 
Flush with the base rail outside face same on both sides 
 
With the backrest rail at its highest, install a slat 1/8” away from the backrest rails from the main rail.  Square up slat and fasten  
 
Rest a slat on top of the back rail and slat just installed, line it up with the installed slat and pencil mark the outside of the back rail on to both sides 
Using the marked slat, tack it 1 ½” down from the top of the backrest rail  Make sure the backrest rails from the main rails are 1/8” apart  
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Assemble #2
Rest two blocks of 2”x2”x 3/8” plywood on the back rails and installed slat 
Rest a slat against the blocks creating a 3/8” gap between the slats  
Check that the slat lines up and fasten it to the back 
Continue with the blocks and slats until you can install no more slats   
 	 	 	        
Remove the tacked slat closest to the back rest on the main rails
Lift the back rest as high as it can go without forcing it 
Install a slat on the base 1/8” away from the backrest slat 
Using your plywood blocks for spacers  
Install the base slats to the center-tacked slat  
Remove the tacked slat and continue installing slats to the tacked toe slat 
Remove the tacked toe slat and install the last slat  

Your lounger is ready for your leisure.  
 
If you need help, Email me     
If you have any Questions Email me    
 
Danny diMauro  
An Artist of Mirvish Village
dim@bell.net   
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